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Where specified for payment by the square yard (meter) for a certain thickness, the surface length is measured along the 
centerline, and the width is specified on the Plans. Measure irregular areas, such as turnouts and intersections, by the 
square yard (meter). 

B.    Bituminous Prime 

Bituminous prime is not measured for separate payment. 

310.4.01 Limits 
General Provisions 101 through 150. 

310.5 Payment 
A. Graded Aggregate 

Graded aggregate base, subbase, or shoulder course will be paid for at the Contract Unit Price per ton (megagram) or per 
square yard (meter), complete, in place, and accepted. This payment shall be full compensation for: 

• Materials 
• Shaping and compacting the existing roadbed 
• Loading, hauling, and unloading 
• Crushing and processing 
• Mixing 
• Spreading 
• Watering 
• Compacting and shaping 
• Maintenance  
• Priming, when required 
• All incidentals necessary to complete The Work 

 
Payment will be made under: 

Item No. 310 Graded aggregate (base, subbase, shoulder course)—including material Per ton (megagram) or square 
yard (meter) 

Item No. 310 Graded aggregate base and shoulder course— including material Per ton (megagram) or square 
yard (meter) 

 

310.5.01 Adjustments 

General Provisions 101 through 150. 

Section 311—Crushed Stone Base 

311.1 General Description 
Specifications for this work will be included elsewhere in the Contract. 

Section 316—Cement Stabilized Graded Aggregate Construction 

316.1 General Description 
Specifications for this work will be included elsewhere in the Contract. 

316.1 


